





Specifications
Modular Parts
Main Base 2200 Mobile Chassis 1000WH
General Info
Net Weight 16.8kg 13.7kg
Product Name SOREIN 2200 . .
Dimension (L x W x H) 480%300%225.3 mm 480x322x180 mm
Model A2 .
Battery Capacity 1037Wh, 48V 1037Wh, 48V
Region/Country US/CA EU/UK/FR/AU/CN/KR/ZA
Output Ports
General Info
oh 304 US/CA:
Net Weight 4kg AC (x5), Pure sine wave, 2200W total,
Product Dimension (H x L x W) 357x480x322mm (14.05%18.90 x12.68 in) 100-120V (50Hz/60Hz), 20A Max
NEMA 5-20 x4
Output Ports AC NEMA TT-30 x1 N/A
AC (x5), Pure sine wave, AC (x4), EU/UK/FR/AU/CN/KR/ZA:
2200W total, Pure sine wave, AC (x4), Pure sine wave, 2200W total,
AC 100-120V (50Hz/60Hz),20A Max 2200W total, 220-240V (50Hz/60Hz), 10A Max
NEMA 5-20 x4 220-240V (50Hz/60Hz),
NEMA TT-30 x1 10A Max . 5V/2.4A, 9V/2A, 12V/1.5A,
I R 18W Max per port, total 36W M
USB-A Fast Charging (x2) 5V/2.4A, 9V/2A, 12V/1.5A, 18W Max per port, total 36W
5V/3A,9V/3A,12V/3A,15V/3A 20V/5A,
USB-C (x4) 5V/3A,9V/3A,12V/3A,15V/3A 20V/5A, 100W Max per port, total 200W USB-C (x4) 100W Max per port, total 200W N/A
Car Charger (x1) 12V 10A, 120W Max Car Charger (x1) 12V 10A, 120W Max N/A
DC5521 Output (x2) 12V 3A, total 36W Max DC 5521 Output (x2) 12V 3A, total 36W Max N/A
XT60 Output (x1) 12V 30A, total 360W Max XT60 Output (x1) 12V 30A, total 360W Max N/A
Input Ports Input Ports
) 100-120V (50Hz/60Hz), 220-240V (50Hz/60Hz), US/CA:
AC Charging (x1) 15A Max, 1,800W Max 10A Max, 2,200W Max 100-120V (S0HZ/60H2),
P, 15A Max, 1,800W Max
arging 11-60V 20A Max, 1000W Max : N/A
AC Charging EU/UK/AU/CN/KR:
Battery Info 220-240V (50Hz/60Hz2),
Battery Capacity 2074Wh, 48V 10A Max, 2,200W Max
Cell Chemistry LFP XT60 Charging 11-60V 20A Max, 1000W Max N/A
Cycle Life 3,500 cycles to 80% capacity
. Battery Info
Operating Temperature
. . Battery Capacity 1037Wh, 48V 1037Wh, 48V
Optimal Operating Temperature 20°C~30°C (68°F ~ 86°F)
. . Cell Chemistry LFP
Discharging Temperature -20°C~45°C (-4°F ~ 113°F) Cucle Li 200 ol to 80% "
*In environments below 0°C, the discharge efficiency decreases, ycle Lite ' cycles to 5% capadity
so we recommend using the smart heating module (optional).
Charging Temperature 0°C~45°C (32°F ~ 113°F)
Storage Temperature 0°C~45°C (32°F ~ 113°F)
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A Important Safety Instructions

WARNING - When using this product, basic precautions should always be followed,
including the following:

1. Readalltheinstructions before using the product.

2. Donotusethe productnearaheatsource, such as afire source or a heating furnace.

3. Avoid contact with any liquid. Do notimmerse the productin water or get it wet. Do not use the product
inrain or humid environments.

4. Do notusethe productinanenvironmentwith strong static electricity/magnetic fields.

5. Donotdisassemble the productin any way or pierce the product with sharp objects.

6. Avoid using wires or other metal objects that may resultin a short circuit.

7. Do notuse unofficial components or accessories. If you need to replace any components or

accessories, please visit official channels to check relevantinformation.

. Whenusing the product, please strictly follow the operating environment temperature specified in this
user manual. If the temperatureis too high, it may resultin afire or explosion; if the temperature is too
low, the product performance may be severely reduced, or the product may cease to work.

9. Donotstackany heavy objects on the product.

10. Do not lock the air cooler forcibly during use.

11. Please avoid impact, falls, or severe vibrations when using the product. In case of a severe external
impact, turn off the power supply immediately and stop using the product. Ensure the product is well
fastened during transportation to avoid vibrations and impacts.

12.If you accidentally drop the productinto water during use, please place itin a safe open area, and stay
away from it until itis completely dry. The dried product should not be used again, and should be
properly disposed of according to section "Disposal Guide" below. If the product catches fire, we
recommend thatyou use the fire extinguishers in the following order: water or water mist, sand, fire
blanket, dry powder, and finally a carbon dioxide fire extinguisher.

13. Use adry cloth to clean off dirt on the product ports.

14. Rest the product on a flat surface to avoid damages caused by the product falling over. If the productis
overturned and severely damaged, turn it offimmediately, place the batteryin an open area, keep it
away from combustible matter and people, and dispose of it in accordance with local laws and
regulations.

15. Ensure that the product is kept out of reach of children and pets.

16.Store the productinadry and ventilated place.

17.1tisrecommended to use moisture barrier bags in wet environments (for example, places by the sea or
waterways) to prevent the product from getting soaked. If water is found inside the product, it must not
be used or turned on again. Please take anti-electric shock measures before touching the product.
Following this, place the product in a safe, waterproof, and open area. Once complete contact
Customer Service immediately.

18. This productis notrecommended for powering medical emergency equipment related to personal
safety, including but not limited to medical grade ventilators (hospital version CPAP: Continuous Positive
Airway Pressure), artificial lungs (ECMO, Extracorporeal Membrane Oxygenation Please follow your
doctor's instructions and consult with the manufacturer for restrictions on the use of the equipment. If
used for general medical equipment, please be sure to monitor the power status to ensure that the
power does not run out.

19. Whenin use, power supply products will generate electromagnetic fields, which are likely to affect the
normal operation of medical implants or personal medical equipment such as pacemakers, cochlear
implants, hearing aids, defibrillators, etc. If these types of medical equipment are being used, please
contact the manufacturer to inquire about any restrictions on the use of such equipment. These
measures are fundamental to ensure a safe distance between the medical implants (for example,
pacemakers, cochlear implants, hearing aids, defibrillators etc.) and this product while in use.

20.If the AC adapteris connected to a refrigerator in the power saving mode, power fluctuations may cause
the AC adapter to automatically shut down. When connecting the power supply to a refrigerator that
stores medicine, vaccines, or other valuable items, itis recommended that the power saving mode be
turned off. This will help support a continuous power supply and ensure safe and efficient power
consumption.
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CAUTION: Risk of explosion if the battery is replaced by an incorrect type.

«Disposal of a battery into a fire or hot oven, or mechanically crushing or cutting off a battery, can resultin an
explosion.

«Leaving a battery in an extremely high-temperature environment can result in an explosion or leakage of
flammable liquid or gas.

« A battery subjected to extremely low air pressure may cause an explosion or leakage of flammable liquid or
gas.

WARNING: GROUNDING INSTRUCTIONS

This product must be grounded. In the event of a malfunction or breakdown, grounding provides a path of
least resistance for electrical current to reduce the risk of electric shock. This productis equipped with a
cord with an equipment grounding conductor and a grounding plug. The plug must be plugged into an
outletthatis properly installed and grounded in accordance with all local codes and ordinances.
WARNING - Improper connection of the equipment grounding conductor may resultin an electric shock.
Check with a qualified electrician if you are in doubt as to whether the product is properly grounded. Do
not modify the plug provided with the product. Ifit does not fit the outlet, have a proper outlet installed
by a qualified electrician.

Disposal Guide

-

.If conditions permit, make sure that the battery is fully discharged before disposing it in a designated
battery recycling bin. The product contains batteries with potentially dangerous chemicals, so itis
strictly prohibited to dispose of it in ordinary trash cans. For more details, please follow the local laws
and regulations on battery recycling and disposal.

2.Ifthe battery cannot be fully discharged due to a product failure, please do not dispose of the battery

directly in the battery recycling box. In such case, you should contact a professional battery recycling
company for further processing.

3. Please dispose of over-discharged batteries that cannot be recharged.

Attention

x Not permitted on aircraft.
®
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What's in the Box
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Mobile chassis 1T000WH Retractable Screws forinstalling Screwdriver
Handle the handle

L

Main Base 2200 AC Charging Cable User Manual
Product Details
Overview

Main Base 2200 ----

--------- Retractable
Handle

Mobile Chassis _ _ _ _
1000WH

SOREIN
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Rear Wheel - - -
———————————— Universal Wheel
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Light Bar

Screen Monitor
POWER ON/OFF Button
DC5521 Ports

USB Ports

USB ON/OFF
Button

DC 5521 ON/OFF Button

Battery LED Indicator

ACInput Port

XT60 Input/Output Port
Car Socket ON/OFF Button
Car Socket Output

AC ON/OFF Button

AC OutputPorts

TopologylQ Connector

The type of AC socket varies in different countries or regions, the picture above is for illustration only, please
refer to the actual product.
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US,Canada

5%100-120V/20A
(NEMA 5-20x4,NEMA TT-30x1)
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Europe,Korea United Kingdom
4%220-240V/10A 4%220-240V/10A

) ()

France Australia China
4%220-240V/10A

4%220-240V/10A 4%220-240V/10A
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Japan South Africa
4%100-120V/20A 4%220-240V/10A
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Combinations of Buttons

Function Combinations of Buttons Duration
Turn ON / OFF the Sorein POWER ON/OFF button 2 seconds
Factory Reset POWER ON/OFF button 15 seconds
. USB ON/OFF button +
Power Saving Mode On / Off
. DC5521 ON/OFF button Zseconds
POWER ON/OFF button +
i 2
Child Lock On / Off DC5521 ON/OEF button seconds
Enter Setup Mode DC5521 ON/OFF button 5seconds
+
Gointo Warehouse Mode* USB ON/OFF button 15 seconds

DC5521 ON/OFF button

* Warehouse Mode means that the Sorein is completely powered off, which is recommended when the
deviceis not going to be used for an extended period of time or whenitis being returned to the factory.
Oncein Warehouse Mode, the device must be recharged via AC or solar panel to reactivate.
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LCD Screen Guide
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1. Total Battery Capacity (kWh)
3.AC Charging Indicator

2. Total number of AC output modules
4. XT-60 Charging/Output Indicator
5.Remaining Battery Indicator 6. PowerRaise Super-Fast Charging Indicator

7.Remaining Battery Percentage 8. Bluetooth Icon

9. Wi-Filcon 10. Power Saving Mode Indicator

11. Current Input Power 12. Current Remaining Charge Time
13. Current Output power 14. Current Remaining Discharge Time
15. Error Code 16. Overload Warning

17.AC Output Indicator 18. Car Socket Output Indicator
19.DC5521 Output Indicator 20. USB-C Output Indicator

21.USB-A Output Indicator 22.High Temperature Warning

23.Low Temperature Warning

1.In Power Saving mode, the screen automatically turns off after 5 minutes of inactivity to conserve
power. To wake up, briefly press the Power button.

2. Error code, overload, high temperature warning and low temperature warning will only appear if
thereis an abnormality in the unit.

3.Ifthe currentinput and output power are flashing "LOCK", this means that the unitis in child lock

mode. To deactivate the child lock, press and hold the Power ON/OFF button and the DC5521
ON/OFF button together for 2 seconds.

08






	页 1
	页 2
	页 3
	页 4
	页 5
	页 6
	页 7
	页 8

